
5 stage system with 2 deionizing filters
Booster pump for consistent water pressure to the membrane producing  maximum
quality, efficiency and fast production.
Storage tank with pressure bladder
Self priming and whisper quiet.
Independent deionized and reverse osmosis faucets. 
Under counter design with drawer style ball bearing slides providing easy access to
filters.
Annual filter change kit available for easy maintenance

 
D1-75 System Features

Deionized Water
Distilled water quality, safe for autoclaves, ultrasonic cleaners and
instrument washer final rinse.

Reverse Osmosis
Safe for dental bottles. No equipment damage.

Connects to a city water source and produces high quality deionized and
reverse osmosis water from the same system on demand. No more buying
and lugging bottles of water.

HIGH PURITY WATER SOLUTIONS 
Ideal for Dental Clinics, Laboratories, Veterinary Clinics, 
Hospitals, Home, or Commercial use.

 
Purely Natural D1-75

 
Purely Natural DI 75  
Safe for Autoclaves and Ultrasonic Cleaners

FILTER STORAGE TANK RO-FAUCET
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 Reverse Osmosis Deionization

Easy to Charge
Yearly maintenance kit.

Easy under the
counter installation.

DI-FAUCET



 Manual or fully automatic
operation
All stainless steel
User friendly, easy to change and
long lasting charcoal filter
3/4" impurities drain system
8 gallons per day
8 gallons storage

 
1 Gallon / 3.78 L

Ultra Pure
Distilled Water

HIGH PURITY 
WATER SOLUTIONS 

 
*

Charcoal filter canister can remain empty when unit is in use in a clinic or laboratory settings.

Dental Offices/Labs/Medical Use 
*

Precision Pure PWS 8-5

Precision Pure PWS 8-8
Manual or fully automatic
operation
Stainless steel - 100% all
User friendly, easy to change and
long lasting charcoal filter
3/4" impurities drain system
8 gallons per day
5 gallons storage

 

Pure 100% stainless steel construction. Precision is the only
distiller on the market, where pure water touches only 304
stainless steel.

 
*



 
Your Precision Pure PWS 8-8 & 8-5 are the most advanced water distillers on the market today. They
are designed with many user friendly features:

 
The Precision Pure PWS 8-8 & 8-5  Water Distillers are the result of over 40 years of
distillation manufacturing experience. The features and benefits provide the very best
water system for steam distilled drinking water requirements. The Precision Pure PWS 8-8
& 8-5 provide safe pure water at home or in the office for a fraction of the cost of bottled
water.

The Precision Pure PWS 8-8 & 8-5 Water Distillers duplicate natures own method of
purifying water. This highly reliable process for purifying water combines distillation with
a high capacity activated carbon filter, providing clean, great tasting water.
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HIGH PURITY WATER SOLUTIONS 
Ideal for Dental Clinics, Laboratories, Veterinary Clinics, 
Hospitals, Home, or Commercial use.

 1. Your water distiller is connected to your existing water supply. The raw water
feeds into the distiller through a 1/4” water line (1). This line is connected to a quick
connect plumbing fitting. As the raw water enters the distiller it passes through a
long life, stainless steel, sealed solenoid and then directly into the boiler chamber
(2).

2. After the water reaches a level over the heating element (3), the distiller starts
the heating cycle and brings the water to boil. The pure steam (4) rises and enters
the baffle system (5), which breaks down any foaming in the boiler should it occur.

3. Any volatile gases are released through a special gas release vent at the highest
point in the cooler system (6). The pure steam passes through the condenser coil
(7). To support the cooling cycle a fan is used to properly cool the steam (8).

4. Pure water enters the stainless steel charcoal filter (9). This filter is 2/3 filled
with activated coconut charcoal, which should be changed semi annually.

5. Finally, distilled water leaves the charcoal filter canister and runs into the high
capacity stainless steel storage tank (10).

6. As the distilled water enters the storage tank, the water level lifts the pump
control switch and activates the optional pump (11) to deliver distilled water to any
combination of accessory faucet, ice maker, humidifier or sterilization equipment.

7. The distiller will continue to run until the water reaches the top of the storage
tank and lifts the upper float (12) and turns itself off. As soon as the distiller shuts
off, the automatic electric drain valve system (15) if equipped, automatically drains
the impurities. As soon as you have used approximately 1/3 of the capacity of the
tank, the stainless steel stem float (13) will turn on the distiller and close the
automatic drain valve (15) in order to fill the boiling tank and start the distilling
cycle again.

8. The demand pump system (11), if equipped, connects to the bottom of the
storage tank on the model PWS 8-8, independently for the model PWS 8-5, and
electrically plugs into the bottom of the distiller head (16). The pump is protected
by a built in fuse and a low level shut off float (14).

*

Charcoal filter canister can remain empty when unit is in use in a clinic or laboratory setting, 

Dental Offices/Labs/Medical Use 
*

*

*
*

draining of impurities 


